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NK2BXIW-A NK4BXIW-AY

NK6BXIW-AY CBM-X

PDT110 NKSPB

CJT JR-PAN-2

FIELDKIT

NetKey™ Surface Mount Boxes
• Accept all NetKey™ Modules
• Include mounting screws and adhesive tape

• Compatible with Panduit™ LD3, LD5, and LD10 Raceway

Part
Number Description Colour

NK2BXIW-A Surface mount box accepts two NetKey™ Modules. Off
White

NK4BXIW-AY Surface mount box accepts four NetKey™ Modules. Off
White

NK6BXIW-AY Surface mount box accepts six NetKey™ Modules. Off
White

CBM-X Optional magnet for mounting on metal surfaces. Compatible with
NK2BXIW-A and NK4BXIW-AY.

—

For surface mount box standard colours other than IW (Off White), replace suffi x with
AW (Arctic White), EI (Electric Ivory), IG (International Grey) or WH (White).

Part
Number Description

Pan-Punch™ Termination Tool

PDT110 Single pair punchdown tool and blade terminates and cuts UTP cable in one operation. 
Ideal for use with Pan-Punch™ Punchdown System.

PDTH110 Replacement blade for single pair punchdown tool (PDT110).

NetKey™ Jack Module Termination Tools

JR-PAN-2* Fluke** JackRapid Termination Tool for Category 6 and Category 5e NetKey™

Punchdown Modules.

CJT-X Termination tool for Category 3 NetKey™ Leadframe Jack Modules.

Punchdown Base

NKSPB Base used to assist in terminating punchdown modules.

Fibre Termination Kit

FIELDKIT Tools, consumables, installation instructions and stripping templates necessary for
termination of all Panduit fi eld polish connectors.

 *Fluke JackRapid Termination Tool available through distribution. Visit www.fl uke.com to locate a local distributor. 
**Fluke is a registered trademark of Fluke Corporation.

Termination Tools


